ev) CONNECTION DIAGRAM OF THE LPG/CNG OPTIMA PICO INSTALLATION ts| DIAGRAMA DE CONEXION DE INSTALACION DE GLP/GNV OPTIMA PICO

SOLENOID VALVE
VALVULA DE SOLENOIDE

—— 1l
BLACK (GND)  NEGRO (GND)
BLUE (+12V) AZUL (+12V)

REDUCER
REDUCTOR

ORANGE
BLACK

NARANJA
NEGRO

"

BLACK  NEGRO

BLACK NEGRO

BLUE AZUL
RED ROJO

H INTERFACE
—| TRs/USB
= 1
N

INTERFACE
RS/USB

ALEX B
Diagnosti

autogas-alex.com

RED (15A)
ROJO (15A)
BROWN RPM WIRE COULD BE CONNECTED DEPENDING ON A CHOSEN

PROGRAMME OPTION:
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IN CASE OF PROBLEMS WITH STARTING THE VEHICLE,
CONNECT THE POSITIVE AFTER THE KEY.

EN CASO DE PROBLEMAS CON EL ARRANQUE DEL
VEHiCULO, CONECTE EL POSITIVO TRAS LA LLAVE.
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IN CASE WHEN THE MANOMETER 5V IS BEING
USED, A 680 OHM RESISTOR IS REQUIRED
BETWEEN THE RED WIRE AND THE GREEN

MANOMETER'S WIRE
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IN CASE OF PROBLEMS WITH STARTING THE VEHICLE,
(D CONNECT THE POSITIVE AFTER THE KEY.
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IN CASE WHEN THE MANOMETER 5V IS BEING
USED, A 680 OHM RESISTOR IS REQUIRED
BETWEEN THE RED WIRE AND THE GREEN
MANOMETER'S WIRE
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EN CASO DE QUE SE USA EL MANﬁME'_[Rﬂ DE 5V,
SE NECESITA EL INDICADOR DE PRESION 680 OHM
ENTRE EL CONDUCTOR DEL HAZ ROJO

Y EL CONDUCTOR DEL MANOMETRO VERDE.
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